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SECTION 07, 15, 21, 22, 23

ROOF ACCESSORIES


PART 1 – GENERAL TC "PART 1 – GENERAL" \f C \l "2" 
1.01 SUMMARY 

A. Provide materials and equipment necessary to install roof accessories as indicated on the contract drawings and outlined in this specification.

B. The Manufacturer’s Installation Instructions for each product used are considered part of this specification and should be followed at all times.
PART 2 – PRODUCTS TC "PART 2 – PRODUCTS" \f C \l "2" 
2.01 MANUFACTURER

ERICO
31700 Solon Road
Solon, Ohio  44139
(800) 853-0880
(800) 800-9301 Fax
www.erico.com
Contact – Steve Marrero (330) 607-8747 or Ashley Rhodes (800) 853-0880


2.02 MATERIALS


A. Pipe/Conduit Supports


1. Smooth UV-stabilized, EPDM rubber pipe support sized to fit the diameter of the pipe or conduit being supported.  


2. The EPDM support shall allow for tool-free pipe/conduit installation.

3. The EPDM support shall allow for tool-free and integrally-connected height adjustability of up to 4”, 6” or 7” in ½” increments as detailed on the contract drawings or specifications.

4. The support shall have a continuous bottom surface to provide even load distribution and minimize point loading of the roof membrane.     The placement of slip sheets or mats between the support and the roof surface shall not satisfy the continuous bottom surface requirement. Wood supports are not acceptable.

5. The supports shall be designed with a slip-fit for the pipe such that the pipe is permitted to slide freely during expansion and contraction cycles.

6. The EPDM support shall be the CADDY PYRAMID RPSE.

3.01 INSTALLATION

A. Pipe Supports

1. Provide pipe supports at all roof top gas lines, condensation lines and electrical conduit runs with a 7’ maximum spacing. 
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