nVent LENTON taper-threaded couplers are typically installed with a standard pipe wrench. The nVent LENTON inspection wrench is provided to check tightness of connections. The frequency of inspection is set by the governing building codes or inspector.

When installing nVent LENTON taper-threaded products, refer to the specific nVent LENTON Product Instruction Sheets and/or Governing Building Codes and Approvals for the proper wrench setting. The specified torque value is easily set using the scale attached to the wrench.

- All wrenches are marked with unique serial numbers
- Setting of torque values is simple
- Used on multiple bar sizes

Torque: 200 ft lb Max

<table>
<thead>
<tr>
<th>Part Number</th>
<th>Rebar Size, Metric</th>
<th>Rebar Size, US</th>
<th>Rebar Size, Canada</th>
<th>Length 1 L1</th>
<th>Length 2 L2</th>
<th>Height 1 H1</th>
<th>Height 2 H2</th>
<th>Unit Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>ELT110D</td>
<td>10 – 57 mm</td>
<td>#3 – #57</td>
<td>10M – 55M</td>
<td>31.5”</td>
<td>3.0” Max</td>
<td>2”</td>
<td>4”</td>
<td>9.7 lb</td>
</tr>
<tr>
<td>ELT110F</td>
<td>10 – 57 mm</td>
<td>#3 – #57</td>
<td>10M – 55M</td>
<td>37.0”</td>
<td>3.5” Max</td>
<td>2”</td>
<td>4”</td>
<td>9.2 lb</td>
</tr>
</tbody>
</table>

To ensure safety, good footing and/or balance should be maintained when using wrenches of this type. Failure to maintain footing or balance could result in injury and/or damage to property. Note further product safety instructions in safety documentation provided with the wrench.

Follow manufacturer’s recommendation for recalibration of the wrench. Typically, service and re-calibration are required once a year.

Ensure that the tool is stored properly to minimize damage. When stored for long periods, adjust the tool to a low setting to relieve stress on internal parts.

For further information, please review the manufacturer’s instructions.

WARNING
nVent products shall be installed and used only as indicated in nVent’s product instruction sheets and training materials. Instruction sheets are available at www.eric.com and from your nVent customer service representative. Improper installation, misuse, misapplication or other failure to completely follow nVent’s instructions and warnings may cause product malfunction, property damage, serious bodily injury and death and/or void your warranty.

© 2020 nVent. All rights reserved
nVent, nVent CADDY, nVent ERICO, nVent ERIFLEX and nVent LENTON are owned by nVent or its global affiliates.
All other trademarks are the property of their respective owners. nVent reserves the right to change specifications without prior notice.